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SRP-275

1. Manual Information

This Windows Driver Installation Manual provides information on installation, detailed
specifications, and usage of the printer’'s Windows Driver according to PC operating
system (OS).

2. Operating System (OS) Environment
The following operating systems are supported for usage.

Microsoft Windows 98 Gold

Microsoft Windows 98 Second Edition

Microsoft Windows Millennium Edition

Microsoft Windows 2000

Microsoft Windows XP

Microsoft Windows 2003 Server

Microsoft Windows Embedded For Point Of Service
Microsoft Windows VISTA 32-bit

3. Windows Driver Preparation

The Windows Driver is included in the enclosed CD, and can also be downloaded from the
Bixolon website.
(www.samsungminiprinters.com)

If downloading from the Bixolon website, first download the SRP-275 Vx.x.xx.zip file, then
unzip the file, and run the SRP-275_Vx.x.xx.exe file.

If using the enclosed CD, click the “Windows Driver” button to find and run the Windows
Driver installation file (SRP-275_Vx.x.xx.exe).
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4. Windows Driver Installation

4-1 Installing on Windows 98/ME
4-1-1 Via Serial Port or Parallel

1) Double-click the Windows Driver installation file (SRP-275_Vx.x.xx.exe).
2) Click the “Next” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation

Welcome to the InstallShield Wizard for BIXOLON SAMSUNG SRP-275 POS
Windows Driver 3.2.0E Beta

Cancel

InstallShield < Back ” i

3) Click the “Install” button.

BIXOLOM SAMSUMG POS PRINTER SRP-275 Installation
Ready to Install the Program

The w ady to begin installation.

Cancel

InstallShield

Rev. 2.02 -4 -



4) Select the COM or Parallel port to be used and click the “Next” button.

Select Port Type |
Senal Port—————— ~ Parallel Port I15SE Port
& CaMi  © CoM3 C LPTT
it r" USB
© COmM2 . COM4 i~ LRTZ
Uriverzal Driver Owvenarite : I Owenarnite files by version j
Select Port Type |
Sernial Port Farallel Port I1SB Port
O COM1 € COM3
" LSE
' COM2 € COM4
Universal Driver Owvenarite : | Dvenarite files by version j

5) Clicking the "Yes” button will reboot the PC.

BIXOLON SAMSUNG SRP-275 installer |

Restart the computer can take eflpoq o)
Fleaze restart the computer.

[resz] | want to restart my computer nomw.
[Ma] | will regtart rmy computer later.

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings...” button in the "Details” tab.

Rev. 2.02 -5 -
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8) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properhies

115200

Rev. 2.02 -6-
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4-1-2 Via USB Port

1) Double-click the Windows Driver installation file (SRP-275_Vx.x.xx.exe).

2) Click the “Next” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation

Welcome to the InstallShield Wizard for BIXOLON SAMSUNG SRP-275 POS
Windows Driver 3.2.0E Beta

Cancel

3) Click the “Install” button.

BIXOLON SAMSUNG POS PRINTER SBP-275 Installation x|

Ready to Install the Program

The w z ready to begin installation.

cel ko exit the

InstallShield

Cancel

Rev. 2.02 -7 -



SRP-275

4) Select USB and click the "Next” button.

Select Port Type |
Serial Port———— — Parallel Port I1SE Port
© COM1 T COM3 i~ LPT S
= UsE:
 COM2 0 COM4 i~ LPT2
Uriversal Driver Ovenwite | Overwrite files by wersion j

5) Clicking the "OK” button will reboot the PC.

BIXOLON SAMSUNG SEP-275 uninstaller |

Restart the computer can take effect.
Please finigh the program in process befare it restarts the computer.

6) Turn on the printer.

7) When the New Hardware Wizard appears for the installation of the “USB Printing
Support” Driver, click the “Next” button.

Add Hew Hardware Wizard

Thiz wizard zearches for new drivers far:

ISE Printing Support

& device driver iz a software program that makes a
hardware device worl:.

% Back

Cancel |
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8) Continue to click the “Next” button.

Add Mew Hardware Wizard

What do wou want “Windows to do’?

i iSearch for the best diver for pour device.
[Fecommended),

" Digplay a list of all the drivers in a specific
[ozation, 2o vou can zelect the driver you want.

¢ Back I M et > I Cancel

9) Continue to click the “Next” button.

Add Hew Hardware Wizard

Windawes will zearch for new drivers in itz driver databaze
on your hard drive, and in any of the following zelected
lozations. Click Mest to start the search.

[~ CO-ROM drive

[ Microsaft Windows Update

[ Specify a location:
JH-AMMS-61 Vi ¥

Brmwee,. |
¢ Back I M et > I Cancel |

Rev. 2.02 -9-



SRP-275
10) Continue to click the “Next” button.

Add New Hardware Wizard

Windowsz driver file search for the device;

IISE Printing Support

windaws 1z now ready b install the best drver Far thiz

device. Click Back to select a different driver, ar chick Mesxt
ko continue.

Location of driver:

C:WIND DWS INFAUSBPRINT INF
=)

Cancel |

11) When the “USB Printing Support” Driver installation is complete, the system
automatically reboots.

Add New Hardware Wizard |

% ISE PFrinting Support

‘wiindowsz haz finizhed installing the zoftware that your neww
hardware device requires.

¢ Hach

Cancel |

After 10 zeconds, your zvstern should be rebooting.
Pleaze cloge all other application.
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12) After system rebooting, the Windows Driver is automatically installed.

Mew Hardware Found

Ii‘*"é BL<OLOM SAMSUMNG SRP-275

=]

Wwindows iz installing the software far pour new hardware.

* |If an error occurs during software installation, save the location.

(Location: "C:\WINDOWS\SRP-275\usb”)

open T P |
File: narme: Eolders:
IDMED LOR.DLL.DRIMERT C:AWwM DO S 350plushusb
EEE [
3] windows Metwork... |
5] 350plus
Dirives:
| = o F5ddk =]

13) Confirm the USB Port setting in the Windows Driver properties.

BIXOLON S5AMSUNG SRP-275 Properties

Graphics |
Details

Additional Cammands I

General Color Management

Bl<0LOM SAMSUMG SRP-275

7]x]|

About
I Faper

Pritt b the fallowing port:

USEDD4 [Wirtual

rinker port for JSE]

Pritt uging the following driver:
BIE<OLOM SAMSUMG SRP-275

Capture Printer Part.. | End Capture. ..

Add Part.... |
Delete Port. .. |
j MHew Driver... |

Timeout settings

Mot zelected:

|'| 5 seconds
Transmizsian retme: |45 seconds

Spool Settings. .. | Part Settings. ..

o |

Cancel

| sy
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14) Click the “Print Test Page” button and check printing status.

BIXOLON SAMSUNG SRP-275 Properties

Rev. 2.02 -12 -



SRP-275
4-2 Installing on Windows 2000
4-2-1 Via Serial Port or Bluetooth

1) Double-click the Windows Driver installation file (SRP-275_Vx.x.xx.exe).

2) Click the “Next” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation

Welcome to the InstallShield Wizard for BIXOLON SAMSUNG SRP-275 POS
Windows Driver 3.2.0E Beta

Cancel

3) Click the “Install” button.

BIXOLON SAMSUNG POS PRINTER SBP-275 Installation x|

Ready to Install the Program
The w s ready to begin in

Cancel

InstallShield

Rev. 2.02 -13-
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4) Select the COM or Parallel port to be used and click the “Next” button.

Select Port Type x|

Senal Port———— — Parallel Port I1SE Part
& CaMiT  C COM3 " LPT1
et r" USB
© COM2 O COpM4 " LPTZ
Universal Driver Ovenarite : | Dvenarite files by version j

Select Port Type x|

Senal Port——— — Parallel FPaort 1SE Part
" COM1 € COM3

Bt = USE
 COM2 0 COM4

5) When the following message box appears, click the “Yes” button.

Digital Signature Not Found x|

The Microsaft digital signature affirmsz that zoftware has
been tested with ‘Windows and that the zoftware has not
been alkered zince it wasz tested.

The zoftware you are about to install does not contain a
Microzoft digital signature. Therefare, there iz no
guarantes that this software works corectly with
Windows,

Unknown zoftware package

If you want to search for Microsoft digitally signed
zoftware, wizit the Windows pdate 'Web zite at
hittp: £ Awindowsupdate. microgzoft. com to zee if one iz
available.

Do you want bo continue the installation’?

Mo Faore Info
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6) Clicking the "Yes” button will reboot the PC.

BIXOLON SAMSUNG SEP-275 Inskt EI
Restart the computer can take effect,
Please restart the computer,

[Yes] I wank to restark my computer now,
[Ma] I will restart my computer laker,

7) Open the printer properties window in the Windows OS.

8) Click the “Port Settings” button in the "Ports” tab.

Rev. 2.02 -15-



9) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properties el
Part Settings |
Bitz per zecond:
Data bitz: IE ;I
Earity: IHnne ;I
Stop bits: |1 j
Flows contral; IHardware j
Bestore Defaults
(] Cancel | Anpl
10) Click the “Print Test Page” button and check printing status.
Device Settings I Wwiater b ark. I Additional Commands | About
General | Sharinig I Parts I Advanced | Color b anagement I Security
Bl<0LOMN SAMSUMNG SEP-275
Location: I
LComment;
b odel: Bl<0LOM SAMSUNG SRP-275
— Features
Color; ez Paper available:
Double-zided: Mo FER297mm[275] ;I
Staple: Mo
Speed: Unknown
k aximurn resalution: 160 dpi ﬂ
Printing Preferences. .. | Frint Test Page |
Ok I Cancel | Apply |

Rev. 2.02
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SRP-275
4-2-2 Via USB Port

1) Double-click the Windows Driver installation file (SRP-275_Vx.x.xx.exe).

2) Click the “Next” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation

Welcome to the InstallShield Wizard for BISOLON SAMSUNG SRP-275 POS
Windows Driver 3.2.0E Beta

Cancel

3) Click the “Install” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation
tall the Program

ady to begin installation

istall ta begin the installation.

b b revi hange any aof 4

Cancel

InstallShield

Rev. 2.02 -17 -
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4) Select USB and click the "Next” button.

Select Port Type

pd
Serial Part Farallel Part USE Part
 CcOM1 & COM3 " LPTH i \__|

 COMz2 O COM4 " LPT2

Universal Driver Ovenarite || Ovenarite files by version

Mext

5) When the following message box appears, click the “Yes” button.

Digital Signature Not Found x|

The Microsaft digital signature affirms that software has
been tested with ‘Windows and that the zoftware has not
been alkered zince it wasz tested.

The zoftware you are about to install does not contain a
Microzoft digital signature. Therefare, there iz no
guarantes that this software works corectly with
Windows,

Unknown zoftware package

[f wou want to gearch for Microsoft digitally signed
zoftware, wigit the Windows pdate Web site at
hittp: £ Awindowsupdate. microgzoft. com to zee if one iz
available.

Do pou want to continue the installation?

Mo More Info
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6) Click the "OK” button.

BIXOLOMN SAMSUNG SRP-275 insta il

Installation is completed.
Please turn-off printer and turn-on prinke,

7) Turn on the printer.

8) The Windows Driver is automatically installed.

% I15E Printing Support

9) The USB Port setting can be confirmed in the Windows Driver properties.

&7 BIXOLON SAMSUNG SRP-275 Properties ed |

Device Settings I wiater Mark, I Additional Commands I Abot
General I Sharing Farts | Advanced I Colar b anagement I Security

BL<0LOM SAMSUMG SRP-275

Eriet ta the following portz]. Documentz will print to the first free
checked port.

Fart | Dezcription | Frinter |i|

Ll CoM2  Serial Port
Ll COM3:  Serial Part
Ll COM4: Serial Part
Ll COMT:  Serial Part
LIFILE:  Printta File
JSBO.. “irtual prinker port fo...

BlA0LOM SAMSUMG SRP-...

Add Port... Delete Port Configure Fort. ..

¥ Enable bidirectional support
[~ Enable printer pooling

k., I Cancel Apply

Rev. 2.02 -19-
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10) Click the “Print Test Page” button and check printing status.

&7 BIXOLON SAMSUNG SRP-275 Properties el
Device Settings I Wwiater bdark I Additional Commandz | About

General | Sharing I Parts I Advanced | Color M anagement I Security

Bl=0LOMN SAMSUMNG SEP-275

Location: I

Comment;

Model: BI0LOM SAMSUMG SRP-275

— Features
Color; ez Paper available:
Double-zsided: Mo FEx297mm[275] d
Staple: Mo

Speed: Unknown
M axirmurn resolution: 160 dpi LI

Printing Preferences. .. | Print Test Page |

] I Cancel | Spply |

Rev. 2.02 - 20 -
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4-3 Installing on Windows XP/2003 Server
4-3-1 Via Serial Port or Parallel

1) Double-click the Windows Driver installation file (SRP-275_Vx.x.xx.exe).

2) Click the “Next” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation

Welcome to the InstallShield Wizard for BIXOLON SAMSUNG SRP-275 POS
Windows Driver 3.2.0E Beta

Cancel

3) Click the “Install” button.

BIXOLON SAMSUNG POS PRINTER SBP-275 Installation x|

Ready to Install the Program
The w s ready to begin in

Cancel

InstallShield

Rev. 2.02 -21-



4) Select the COM or Parallel port to be used and click the “Next” button.

Select Port Type E'
Serial Port Parallel Port I1SE Port
" CoOM1 © COM3
" USE
" CcoMz COM4 " LPTZ2
Uriversal Driver Ovenarite | Ovenarite files by version j

Serial Port Farallel Part I15B Part
o COMIT ¢ COM3 " LPTT
it f“' USB
" COMz2 COom4 " LPT2
Univerzal Driver Ovenarite : | Ovenarite files by version ﬂ

SRP-275

5) When the following message box appears, click the “Continue Anyway” button.

Rev. 2.02

Software Installation

) "_u, The software you are inztaling has not pazzed Windows Logo
L

tezting to verify its compatibility with Windows XP. [Tell me why
this testing iz important. )

Continuing your installation of thiz software may impair

or destabilize the comrect operation of your syztem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the zoftware vendor for zoftware that has
pazzed Windows Logo testing.

Continue Anyway ] LETDPInstaIIatiDn |

-22 -



SRP-275

6) Clicking the "Yes” button will reboot the PC.

BIXOLON SAMSUNG SRP-275 uninstaller [ 5

Reskart the computer can kake effect,
Please restart the compuker,

[Yes] I wank ko reskart my computer now,
[Mo] I will restart my computer laker,

Mo

7) Open the printer properties window in the Windows OS.

8) Click the “Port Settings” button in the "Ports” tab.

Rev. 2.02 -23 -
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9) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properties

Part Settings |

Bits per zecond: | 115200

Data bits: | 8 v|
Parity: | Mone v

Stop bits: |1 v
Flow control: | Hardware v|

[ Restore Defaultz ]

[ k. ][ Cancel ] Spply

10) Click the “Print Test Page” button and check printing status.
& BIXOLOM SAMSUNG SRP-275 Properties

Device Settings || W' ater ark || Additional Commands || About |
General | Sharing || Farts || Advanced || Colar Management |

Location: | |

LComment;

Model BI<OLOM SAMSUNG SRP-275

Features

Color: Wes Paper awvailable:
[rouble-zsided: Na FEw297mm[275]
Staple: Mo

Speed: Unknown

b axirum resolution: 160 dpi

[F'r_inting Preferences...] [ Frint Test Page ]

[ k. ][ Cancel ] Apply

Rev. 2.02 -24 -



SRP-275
4-3-2 Via USB Port

1) Double-click the Windows Driver installation file (SRP-275_Vx.x.xx.exe).

2) Click the “Next” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation

Welcome to the InstallShield Wizard for BISOLON SAMSUNG SRP-275 POS
Windows Driver 3.2.0E Beta

Cancel

3) Click the “Install” button.

BIXOLON SAMSUNG POS PRINTER SRP-275 Installation
tall the Program

ady to begin installation

istall ta begin the installation.

b b revi hange any aof 4

Cancel

InstallShield

Rev. 2.02 -25-



4) Select USB and click the "Next” button.

Select Port Type [‘>__<|
Senial Port Parallel Paort IISE Part
" COM1 7 COM3 o LPT1 —
+ s
" COMZz COM4 " LPT2
Univerzal Driver Owenwrite : | Dvenwnite files by version j

5) Click the "OK” button.

i Installation is completed.
' Please turn-off prinker and turn-on prinker.

.................................

6) Turn on the printer.

Rev. 2.02
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7) When the New Hardware Wizard appears for the installation of the Windows Driver,
select the option as shown below and click the “Next” button.

Found Hew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will zearch for curent and updated software by
laaking on wour computer, an the hardware installabion CO, ar on
the ‘findows Update Web zite [with pour permizsion].

Read our privacy policy

Can 'Windows connect to Windows Update to zearch for
software?

() Y'es, now and very time | connect a device
(3 Mo, not thiz time

Click Mest to continue.

Hewt > ][ Cancel

8) Click the “Next” button.

Found Hew Hardware Wizard

Thiz wizard helpz you install software faor:

Bl=0LON SAMSUMG SRP-275

3'\_.'\,|| If your hardware came with an installation CD

2 or floppy dizk. inzert it now.

What do ol want the wizard bo do?

{(®)inztall the software automatically [Recommended)
() Install fram a list or gpecific lacation [Advanced)

Click Mest to continue.

< Back ” Mest » ][ Cancel

Rev. 2.02 - 27 -
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9) Click the “Next” button.

Found Hew Hardware Wizard

Please wait while the wizard searches. .

A El=0OLOM SAMSUNG SRP-275

Cancel

10) Click the “Next” button.

Found Hew Hardware Wizard

Please zelect the best match for your hardware from the list below.

JAl El<0LOM SAMSUNG SRP-275

Dezcription Wersion b anufacturer . Location

Bl<0LOMN SaMSUNG SRP-275  Unkhown  BEOLOMN o hindoweshinfuoe
Bl<0OLOMN SaMSUNG SRP-275 Unkhown  BE=OLOM o hindowehinfuoe

Bl<OLOM SARMSUNG SRP-275 Unknown  BE<OLOM waindowzhinfuoe
L *
Thiz driver is not digitally signed!
Tell me why driver signing is important
¢ Back ” Hest > ] [ Cancel
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11) Click the “Continue Anyway” button.

Hardware Installation

) "_\ The software you are inztalling for this hardware:
L

Printers

has not pazzed Windows Logo testing to werify itz compatibility
with *Windows =P, [Tell me why this testing iz important. )

Continuing your installation of thiz software may impair
or destabilize the commect operation of your syztem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
pazzed Windows Logo testing.

Continue Anyway ] EéTDPInstallatiDn |

Copying Files...

FILMOM DLL
To E:Nwf MDA S haystem32

Cancel
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12) Click the “Finish” button.

13) The USB Port setting can be confirmed in the Windows Driver properties.

Rev. 2.02

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
The wizard haz finizhed inztaling the software for;

Ry BI=0LOMN SAMSUNG SRP-275
o

Click. Finizh to cloge the wizard,

& BIXOLON SAMSUNG SRP-275 Properties

Device Settings faker Mark, Additional Cammands Abot
General Sharing Farts Advanced Color Management

fﬁ"a BL<OLOM SAMSUMNG SRP-275

Eriet b the following portz]. Documents will print to the firgt free
checked port.

Port D ezcription Printer

L COMIT: Serial Part

L COMZ: Serial Part

L COM3: Serial Part

O COM4: Serial Part

L1 FILE:  Printto File

Wirtual prinker port fo... BIEAOLOMN SAMSUMNG SRP-..
O uskE... Wirtual prinker port fo... BEAOLON SAMSUMG SRP-.. %

[ Add Port... ] [ Delete Port ] [ Configure Fort...

Enable bidirectional support
[ ] Enable printer pooling

k. l [ Cancel

-30 -
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14) Click the “Print Test Page” button and check printing status.

Rev. 2.02

& BIXOLON SAMSUNG SRP-275 Properties

Device Seftings | ‘WaterMark | Additional Commands | About |
i Leneral | Sharing || Forts || Advanced || Colar Managemernt |

E‘{lﬁg |B|><|:|L|:|N SAMSING SRP-275 |

Location: |

Comment;

Model: BI<0LOM SAMSUMNG SRP-275

Features
Colar: Yes Faper available:
Daouble-sided: Ma TERZ2I mm[275]
Staple: Mo
Speed: Unknown
k awimurmn rezalution: 160 dpi
[F'r_inting Preferences... ] [ Print Test Page ]
[ k. l [ Cancel ] Apply
-31-
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5. Detailed Windows Driver Settings

The following functions can be set in detail after the Windows Driver installation is
complete.

5-1 Paper Supply Method

The printer structure is such that the print head, which carries out printing, and the cutter,
which cuts the printing paper, are separated. After printing, the location of the end section
can be adjusted as follows.

- Automatically Select: Select the “Receipt” automatically.
- Receipt: Printed text is transferred up to the cutter (manual cutter).
- Receipt [No feed]: Printed text is transferred up to the next line only.
(minimum transfer: 0xX0A).
- Form: For long print jobs, printed text is transferred according to the Receipt option per
selected paper size.

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.

& BIXOLON SAMSUNG SRP-275 Properties

Device Settings iaker Mark, Additional Cammands Abot

General Sharing Farts Advanced Color Management

j|
i:gﬂ Bl<0LOM SAMSUMG SRP-275

Location:

Comment;

Model: BI<0LOM SAMSUMNG SRP-275

Features

Colar: Yes Faper available:
Daouble-sided: Ma TERZ2I mm[275]
Staple: Mo

Speed: Unknown

k awimurmn rezalution: 160 dpi

[F'r_inting Preferences...] [ Print Test Page ]

[ 1] H Cancel ]
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2) Click the “Printing Preferences” button in the "General” tab.
The button name varies by Windows OS. Refer to the following.

- Windows 95/98/ME: “Properties”
- Windows NT4.0: “Document Defaults”
- Windows 2000/XP/2003 Server: “Printing Preferences”

- Windows WEPOS/VISTA: “Printing Preferences”

3) Select the desired setting in the "Paper/Quality” tab.
(Resolution is fixed at 160 x 72.)

& BIXOLON SAMSUNG SRP-275 Printing Preferences

Layout | Paper/Quality |

Tray Selection

Paper Source:

Color

Automatically Select

Automnatically Select
Receipt[Mo cut]
Receipt[Partial cut]
ReceiptMa feed)
Form[Mo cut]
Form[Partial cut]

OF.

][ Cancel ]

Rev. 2.02
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5-2 Paper Size

The paper sizes available in the Windows Driver are as follows.

- 76 x 3276 mm[275]
- 70 x 3276 mm[275]
- 58 x 3276 mm[275]
- 76 x 297 mm[275]
- 70 x 297 mm[275]
- 58 x 297 mm[275]

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.

2) Click the “Printing Preferences” button in the "General” tab.
The button name varies by Windows OS. Refer to the following.

- Windows 95/98/ME: “Properties”

- Windows NT4.0: “Document Defaults”

- Windows 2000/XP/2003 Server: “Printing Preferences”
- Windows WEPOS/VISTA: “Printing Preferences”

3) Select the "Paper/Quality” tab, and click the "Advanced” button.
Select the desired setting.

Rev. 2.02

BIXOLON SAMSUNG SRP-275 Advanced Options ?)X]

@ BL:OLOMN SAMSUNG SRP-275 Advanced Document Settings
= % PaperCutput

Paper Size:
Copy Count: 1 Copy
= @ Graphic

Prink Quality: 160 x 72 doks per inch
= @ Image Colar Management
ICM Methiod: ICM Disabled
IZM Inkenk: Pictures
= ﬁ& Dacument Options
Advanced Printing Features: Enabled

Color Printing Mode: & Color (Halfkoned)
Halftoning: Auto Select

Prink Cptimizations: Enabled

2k, ] [ Cancel
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5-3 Additional Commands
The Windows Driver serves to receive the content for print from an application and send it
to the printer. The Additional Commands function allows for the addition of desired
commands at the beginning or end of the print content sent to the printer.
The command functions available are as follows.
- BeginDoc: addition of command at the beginning of the print content

- EndDoc1l: addition of command at the end of the print content
- EndDoc2: addition of line feeding at the end of the print content

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.

2) Click the ” Additional Commands” tab.

& BIXOLON SAMSUNG SRP-275 Properties

eneral Sharing Parts Advanced Color Management
Device Setings “water Mark || Additional Cormmands | About
BeginDor

Emulation Commands[Examipleix B 0l 0] 9]

[ Dpen Cash Drawer 1 :‘
[ Dpen Cash Drawer 2 :‘

EndDoc1
Emulation Commands [ Example w1 DixbExd 200 ]

EndDoc2
1] Mumber of Linge Feeds [0- 899

[ Open Cash Drawer 1 :‘
[~ Open Cash Drawer 2 :‘

k. l [ Cancel
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3) If the user wishes to open Cash Drawer 1 prior to printing, enter “\x1B\x70\x00\x19\xff”
in the "BeginDoc” space and click the “OK” button.

4) If the user wishes to open Cash Drawer 1 at the end of printing,
enter “\x1B\x70\x00\x19\xff” in the "EndDoc1” space and click the “OK” button.

5) If the user wishes to feed three lines at the end of printing,
enter “3” in the ” EndDoc2” space and click the “OK” button.

For more information on the hexadecimals that can be entered in "BeginDoc” and ”
EndDoc1”, refer to the Control Commands Manual.
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6. Windows Driver Specifications

6-1 Fonts

The Windows Driver of the printer supports the fonts listed below.
Printing is done at faster speed when using the fonts below as opposed to the Windows

fonts of the OS.

SRP-275

Printer Fonts Character size(dot) (?oziist)
FontAlx1 FontA1x1[Ext.] FontA1x1[255] FontA1x1(9x9) 9
FontAlx2 FontA1x2[Ext.] FontA1x2[255] FontA1x2(9x18) 18
FontA2x1 FontA2x1[Ext.] FontA2x1[255] FontA2x1(18x9) 9
FontA2x2 FontA2x2[Ext.] FontA2x2[255] FontA2x2(18x18) 18
FontB1x1 FontB1x1[EXxt.] FontB1x1[255] FontB1x1(7x9) 9
FontB1x2 FontB1x2[Ext.] FontB1x2[255] FontB1x2(7x18) 18
FontB2x1 FontB2x1[Ext.] FontB2x1[255] FontB2x1(14x9) 9
FontB2x2 FontB2x2[Ext.] FontB2x2[255] FontB2x2(14x18) 18

Printer Fonts are defined as follows.

1) FontA1x2

- ANSI Character code support (Code Page 16: 1252)
- Character size (dot): 12 x 24 (double height)

- Sizes (point): 17

2) FontA1x2[Ext]

- IBM expansion Character code support (Code Page 0: 437)
- Character size (dot): 12 x 24 (double height)

- Sizes (point): 17

3) FontA1x2[255]

- Buyer exclusive code support (Code Page 255)

- Character size (dot): 12 x 24 (double height)

- Sizes (point): 17

Rev. 2.02
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6-2 Special Functions
The Windows Driver supports the special functions indicated below.
These special functions are available when using the characters after the “FontControl”

font is selected.

This function is not an ordinary character printing function. Take special care.

Character Special Function Note

HT is output

LF is output

CR is output

Open Drawer 2 (50ms drive pulse width)

Open Drawer 2 (100ms drive pulse width)

Open Drawer 2 (150ms drive pulse width)

Open Drawer 2 (200ms drive pulse width)

Open Drawer 2 (250ms drive pulse width)

Cut Receipt (partial cut) without paper feeding

Text is aligned left

Text is centered

Text is aligned right

Open Drawer 1 (50ms drive pulse width)

Open Drawer 1 (100ms drive pulse width)

Open Drawer 1 (150ms drive pulse width)

Open Drawer 1 (200ms drive pulse width)

Open Drawer 1 (250ms drive pulse width)

Print NV 1% image

Print NV 2" image

Print NV 3" image

Print NV 4" image

Print NV 5" image

VI XR|«|—|T|IOMOolo|lm(>Ix|x|[s|le|lo|alo|loc|o [N|o|o

Cut Receipt (partial cut)

1) Sample Use
If the “FontControl” font is selected and 6 is entered, the “LF” (Line Feeding) operation is
activated. (does not entail the printing of the character “6)

2) “FontControl” Font Function

Printer font for special function Function Size(pont/dot)

- Open Drawer 1/2

- Cut receipt

- Cut receipt(without paper feeding)
- Justification(Left/Center/Right)

- Output HT,Output LF, Output CR
- Print NV image

FontControl (9/9x9)
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7. Use of Windows Driver

7-1 Use of Visual Basic

This section explains the use of the Windows Driver with Visual Basic to control the printer
(SRP-275).

Sample programs are saved together if the Windows Driver is installed. Take note.

7-1-1 Windows Driver Selection

The following code is an example of the selection of the “BIXOLON SAMSUNG SRP-275"
Windows Driver.

For Each prnPrinter In Printers

If prnPrinter.DeviceName = “BIXOLON SAMSUNG SRP-275" Then

Set Printer = prnPrinter
Exit For
End If

Next
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7-1-2 Test Printing

The following code is an example of the printing of Arial Test via the Windows font, and
FontAlx1Test via the printer font.

‘Print in Windows font
Printer.FontSize = 9
Printer.FontName = “Arial”
Printer.Print “Arial Test”

‘Print in printer font
Printer.FontSize = 9
Printer.FontName = “FontA1x1”
Printer.Print “FontAlx1Test”

Printer.EndDoc
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7-2 Use of Wordpad
7-2-1 Wordpad Environment Settings

After running Wordpad and setting the following conditions, conduct a test.

- Select Printer
After selecting “Print” from the “File” tab, select the printer (BIXOLON SAMSUNG SRP-
275).

- Select Paper Size, Orientation, and Margins

After selecting “Page Settings” from the “File” tab, select the paper size, orientation,
and margins.

7-2-2 Text Printing
Use the Windows Driver of the printer to run a test.

Document - WordPad =101 %]

File Edit “iew Insert Format Help

Dl |d| Sia| s o2
IFDnb‘-\‘I:-:‘I j |E| j IW’estern j BI[IHI@I EEIEI E_El
B

SAMESUNG BIXOLOMN SRP-275]

Far Help, press F1 CAP [MUM -

1) Select the desired font from the Font menu (FontA 1x1).
2) Select the desired font size (9).
3) Enter the text to be printed in Wordpad.

4) Click the Print button in the toolbar to print.
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