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Windows Driver

1. About this Manual

This Windows Driver Installation Manual provides information on installation, detailed
specifications, and usage of the printer’s Windows Driver according to PC operating
system (OS).

Metapace makes continual efforts to improve the functions and quality of the products. The
specifications and contents of the manual are subject to change without prior notice for this
reason.

2. OS Environment
The following operating systems are supported by this Windows driver.

Microsoft Windows XP (32bit/64bit)

Microsoft Windows Server 2003 (32bit/64bit)
Microsoft Windows Embedded For Point Of Service
Microsoft Windows Embedded POS Ready 2009
Microsoft Windows Vista (32bit/64bit)

Microsoft Windows Server 2008 (32bit/64bit)
Microsoft Windows Server 2008R2 (64bit)
Microsoft Windows 7 (32bit/64bit)

Microsoft Windows 8 (32bit/64bit)

3. Windows Driver Preparation

Windows driver is included in the CD that is shipped with the product, and the latest
version can be downloaded from the home page of Metapace. (www.metapace.com)

If using the enclosed CD, click the “Windows Driver” button to find and run the Windows
Driver installation file.

Rev. 1.00 -3 -


http://www.metapace.com/

Windows Driver

4. Windows Driver Installation

4-1 Installing on Windows XP / Server 2003
4-1-1 Via Serial Port or Parallel Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-311 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-311 Windows Driver ¥1.0.4

river ¥1.0.4 on pour computer. To

Cancel

InstallShield l < Barck ]l b

3) Select the COM or LPT (Which one you want to use) port to be used and click the
“Next” button.

Port Type
~Serial Port——— ~Parallel Port LSB Port—
@ CoM1 CoM3  LPT1  USB
 CoMz  CoMg & LPTZ

—Ethernet [ ‘Wireless LaM
 Ethernet [ '‘Wireless LAk

IPr ] 192 o188 . 1 . 1

Port ; I a100

Mext
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Port Type PE|
Serial Port Parallel Port LISE Port
O CcomM1 O CcomM3 : " LISE
£ ComMz O ComM4 " LPTZ2
Ethernet [ ‘Mireless LAN
" Ethernet f \Wireless LAN
P |
Port
Mext

4) When the following message box appears, click the “Continue Anyway” button.

Software Installation

' 'E The zoftware pou are inztalling hagz not pazsed 'Windows Loga
2 testing to vernfy itz compatibiliby with Windows XP. [Tel me why
thiz testing is important.]

Continuing your installation of this software may impair
or desztabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the software vendor for zoftware that has
pazszed Windows Logo testing.

l Continue Anyaay ] | STOP Installation |

5) Clicking the “Yes” button will reboot the PC.

¢ , Restarting your computer can kake effect,
\__*r/ Please restart your compuker,

[fes] I wank to reskart my computer now,
[Ma] I will restark my computer later,

Yes Mo

6) Open the printer properties window in the Windows OS.
% Control Panel — Printers and Faxes.

7) If you select a serial port, click the “Configure Port...” button in the “Ports” tab.

Rev. 1.00
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8) If you select a serial port, match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properties

Part Settings |

Bitz per second: | 115200

D ata bit=: | a

Earity: |Nnne

Stop bits: | 1

Elows contral: | Hardware

[ Restore Defaults ]

_ox  JI

Cancel

] Apply

9) Click the “Print Test Page” button and check printing status.

4 Metapace T-3ll Properties

Ltilities Rotation
Cut / Cazh Drawer
| Sharing Ports

Device Settings
Barcodes

General Advanced

Crop / Macra

MY Image / Commands
About
Color Management

@ h-1eta ace Tl

Location: |

Comment;

hodel; Metapace T-2l1
Features

Color; ez

Paper available:

Double-zided: Mo
Staple: Mo

Speed: Unknown

b airnurn resalution: 180 dpi

80« 237 mm(T 3]

Frinting Preferences. . ] [

Frirt Test Page

Lo JI

Cancel ] Apply

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-1-2 Via USB Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-31l Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-311 Windows Driver ¥1.0.4

will install Metapace T-31 iver 1.0 4 on your computer. To

Cancel

InstallShield

3) Select USB and click the “Next” button.

Port Type X|
~Serial Port———————— ~Parallel Port LISE Part——
CocoM1 O Com3 LPT1 * USB
& CoM2  COM4 T LPTZ

—Ethernet [ ‘Wireless LaM

" Ethernet [ Wireless LAN

IPr ] 192 188 0 1 . 1

Port ; I a100

Mext
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4) When the following message box appears, click the “Continue Anyway” button.

Software Installation

' "'_\ The zoftware vou are inztalling has not pazzed Windows Logao
L) testing to venfy it compatibiity with Yindows <P, [Tell me why
thiz testing is important. |

Continuing your installation of this software may impair
or deztabilize the comrect operation of pour syztem
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
paszzed Windows Logo testing.

Continug Anyway ] [ STOF Installation |

5) Click the “OK” button.

L
\]:J Please turn-off the prinker and then turn-on again.

8.4

6) Turn off the printer and then turn on again.

7) When the New Hardware Wizard appears for the installation of the Windows Driver,
select the option as shown below and click the “Next” button.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site [with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

(O Yes, this time only
(O Yes, now and every time | connect a device

o

Click Next to continue.

[ Next > ][ Cancel ]

Rev. 1.00 -8 -
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8) Click the “Next” button.

Found Mew Hardware Wizard

Thiz wizard helps vou install software for:

Metapace T-3

Zi'Jl IF your hardware came with an installation CD
“Z= or floppy disk, inzert it now.

“What do you want the wizard to do’?

(®)install the software autamatically [Recommendedg

() Ingtall from a list ar specific location [Advanced)

Click Mext to continue.

[ < Back ” Hest = l[ Cancel ]

9) When the following message box appears, click the “Continue Anyway” button.

Software Installation

' E The zoftware pou are inztalling hagz not pazsed Windows Loga
L testing to venfy itz compatibiliby with Windows XP. [Tell me why
thiz testing is important.]

Continuing your installation of thiz software may impair
or desztabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the zoftware vendor for zoftware that has
passed Windows Logo testing.

Continue dnyaay ] | STOF Installation |

Rev. 1.00 -9 -
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10) Click the “Finish” button.

Found New Hardware Wizard
Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

JY hMetapace T-3

.

Click Finizh to cloze the wizard.

11) Open the printer properties window in the Windows OS.
% Control Panel — Printers and Faxes.

Rev. 1.00 - 10 -



12) Click the “Print Test Page” button and check printing status.

H Metapace [-31l Properties

MY Image # Commands
About

Utilities Riotation
Cut / Cazh Drawer
| Sharing Forts

Device Settings
Crop # Macro
Advanced

Barcodes
General

Windows Driver

Color M anagement
1]

@ | betapace T-3 |

Location: | |

LComment:

b odel: tetapace T-3
Features
Paper available:

80 = 297 (T 3]

Color: Yes

Drouble-zided: Mo

Staple: Mo
Speed: LUnknown

M axirnum rezolution: 1380 dpi

[ Frinting Preferences. .. ] [ Frint Test Page

[ Ok ] [ Cancel ] Apply

13) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-1-3 Via Ethernet / Wireless LAN
1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-311 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-311 Windows Dnver ¥1.0.4

ill install Metapace %1.0.4 on your computer. To

Cancel

InstaliShield

3) Select “Ethernet / Wireless LAN” button.

4) Type IP address and port number and then click the “Next” button.

Port Type X|
—Serial Port——————— ~Parallel Port LSE Port——
 CcoMl & CoM3 & LPT1 = LSE
OocomMz T CoM4 " LPTZ

—Ethernet [ ‘Wireless LaM

o Ethernet [ \Wireless Lak

IPr ] 192 o188 . 1 . 1

Port ; I a1n0

Mext
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5) When the following message box appears, click the “Continue Anyway” button.

Software Installation

L) "_\ The software you are installing has not paszed Windows Logo
2 testing to venfy it compatibiliby with \Windowes =P, [Tel me why
this testing iz important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that pou stop thiz inztallation now and
contact the software vendor for zoftware that has
passed Windows Logo testing.

l Continue Anwasay ] | STOP Installation |

6) Clicking the “Yes” button will reboot the PC.

€ | Restarting your computer can take effect.
\__tr/ Flease restart your computer.

[es] I want ba reskart my computer now,
[Mao] I will restart my computer later,

Yes M

7) Open the printer properties window in the Windows OS.
% Control Panel — Printers and Faxes.

Rev. 1.00 - 13 -



Windows Driver

8) Click the “Configure Port...” button in the “Ports” tab.

9) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

Configure Standard TCP/IP Port Monitor,

Port Settingz |

Port Mame: IF' 192 168.1.1 |

Prirter Mame or [P Address: | 19216811 |

Protocol

() Raw CILPR

Raw Settings
Part Murnber: | 3100 |

LPR Settings

LPR Buvte Counting Enabled

[ ] 5MMP Status Enabled

Q. ][ Cancel ]

Rev. 1.00 - 14 -



10) Click the “Print Test Page” button and check printing status.

H Metapace [-31l Properties

MY Image # Commands
About

Utilities Riotation
Cut / Cazh Drawer
| Sharing Forts

Device Settings
Crop # Macro
Advanced

Barcodes
General

Windows Driver

Color M anagement
1]

@ | betapace T-3 |

Location: | |

LComment:

b odel: tetapace T-3
Features
Paper available:

80 = 297 (T 3]

Color: Yes

Drouble-zided: Mo

Staple: Mo
Speed: LUnknown

M axirnum rezolution: 1380 dpi

[ Frinting Preferences. .. ] [ Frint Test Page

[ Ok ] [ Cancel ] Apply

11) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-2 Installing on Windows VISTA / Server 2008 /7 /8
4-2-1 Via Serial Port or Parallel Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Welcome to the InstallShield Wizard for Metapace T-31l Windows Driver ¥1.0.4

will install Metapace T- 1 1.0.4 on your computer. To

InstallShield — < Back n m

3) Select the COM or LPT (Which one you want to use) port to be used and click the
“Next” button.

—Serial Port—————— —Parallel Port LISB Port—
i CcoM3 LPT1 i USB
i coma  LPT2

—Ethernet [ Wireless LAN
" Ethernet [ Wireless LAN

P: | 192 . 168 . 1

Port : I 9100

Rev. 1.00 - 16 -
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—Serial Port——— Parallel Port USE Port—
¢ coMm1 ¢ coMm3 " usB
© comz ¢ coM4

—Ethernet [ Wireless LAN

" Ethernet [/ Wireless LAN

P: | 192 . 168 . 1

Port : I ainn

4) If the following message boxes appear, click the “Install” button or click the “Install this
driver software anyway” button.

Would you like to install this device software?

Mame: Metapace Printers
Publisher: Metapace

[] Always trust software from "Metapace”. Install || Don't Install

@ You should only install driver software from publishers you trust. How can |
decide which device software is safe to install?

5) Clicking the “Yes” button will reboot the PC.

Restarting your computer can take effect.
Please restart your computer.

[Yes] | want to restart my computer now.
[Ma] | will restart my computer later.

Rev. 1.00 - 17 -



6) Open the printer properties window in the Windows OS.

Windows Driver

7) If you select a serial port, click the “Configure Port...” button in the “Ports” tab.

8) If you select a serial port, match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

Rev. 1.00

Port Settings

Bits per second: |1152[I]

Data bits: |E

Parity: | MNone

Stop bits: | 1

Hlow contral: | Mone

| Bestore Defaults |

OK || Cancel || Apply

- 18 -
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9) Click the “Print Test Page” button and check printing status.

|  Rotation | NV Image / Commands

Barcodes |  Cut/CashDrawer | Cop/Maco |  Mbout

General | Sharing | Ports

|Mva’1c:ed|ColorMaﬂagement|5emi}r

ﬁ Metapace T-3I

Location:

Comment:

Model: Metapace T-3lI

Features

Color: Yes
Double-sided: Mo
Staple: Mo

Speed: Unknown

Maxirnum resclution: 180 dpi

Paper available:

80 % 297 mm([T3ll]

Preferences... Print Test Page

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-2-2 Via USB Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Welcome to the InstallShield Wizard for Metapace T-311 Windows Driver ¥1.0.2

jour computer. To

InstallSield — e ]! T s |

3) Select USB and click the “Next” button.

—Serial Port—— ~Parallel Port

& coMm1 ¢ CoM3 T LPT1
©ocoMz2 0 CoM4 & LPT2

—Ethernet [ Wireless LAN
" Ethernet [/ Wireless LAN

P: | 192 . 168 . 1

Port ; I ainn

Rev. 1.00 - 20 -
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4) If the following message boxes appear, click the “Install” button or click the “Install this
driver software anyway” button.

Would you like to install this device software?

Mame: Metapace Printers
Publisher: Metapace

[] Always trust software from "Metapace”. Install || Don't Install

@ You should only install driver software from publishers you trust. How can |
decide which device software is safe to install?

5) Click the “OK” button.

@ Please turn-off the printer and then turn-on again.

6) Turn off the printer and then turn on again. The printer driver will be installed
automatically.

Rev. 1.00 - 21 -



7) Open the printer properties window in the Windows OS.
% Control Panel — Hardware and Sound — Device and Printers.

8) Click the “Print Test Page” button and check printing status.

Windows Driver

Device Settings | |Kilities

| Ruotation I NV Image / Commands

Barcodes |  Cut/CashDrawer | Cop/Maco |  Mbout

General | Sharing | Ports

| Advanced I Color Management | Securty

ﬁ Metapace T-3I

Location:

Comment:

Model: Metapace T-3lI

Features

Color: Yes
Double-sided: Mo
Staple: Mo

Speed: Unknown

Maxirnum resclution: 180 dpi

Paper available:

80 % 297 mm([T3ll]

Preferences... Print Test Page

OK || Cancel |

9) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-2-3 Via Ethernet / Wireless LAN Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

‘Welcome to the Install5hield Wizard for Metapace T-311 Windows Driver ¥1.0.2

d will install Metapace T-311 Wi er %1.0.2 on your computer. To

nstallShield — < Back n ﬂr

3) Select “Ethernet / Wireless LAN” button.

4) Type IP address and port number and then click “Next” button.

—Serial Port—— ~Parallel Port USB Port—
 COoM1 & Ccom3 = LPT1 = USB
 Com2  coma = LPTZ

—Ethernet [ Wireless LAN

i Ethernet / Wireless LAN

IPr ] 192 . 168 . 1

Port ; I ainn

Rev. 1.00 - 23 -
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5) Clicking the “Yes” button will reboot the PC.

@ Restarting your computer can take effect.

Please restart your computer.

[Yes] | want to restart my computer now.
[Ma] | will restart my computer later.

Mo |

6) Open the printer properties window in the Windows OS.
¥ Control Panel — Hardware and Sound — Device and Printers.

7) Click the “Configure Port...” button in the “Ports” tab.

8) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

Port Settings

Port Name: | 1P 192.168.1.1

Printer Mame or I[P Address: | 192.168.1.1

Protocol

®) Raw

Raw Settings
Port Number:

LPR Settings

Dueue Marme:

[ LPR Byte Counting Enabled

[ 5MMP Status Enabled

Community Marne: public

EMMAP Device Index 1

Rev. 1.00 - 24 -



Windows Driver

9) Click the “Print Test Page” button and check printing status.

|  Rotation | NV Image / Commands

Barcodes |  Cut/CashDrawer | Cop/Maco |  Mbout

General | Sharing | Ports

|Mva’1c:ed|ColorMaﬂagement|5emi}r

ﬁ Metapace T-3I

Location:

Comment:

Model: Metapace T-3lI

Features

Color: Yes
Double-sided: Mo
Staple: Mo

Speed: Unknown

Maxirnum resclution: 180 dpi

Paper available:

80 % 297 mm([T3ll]

Preferences... Print Test Page

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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5. Detailed Settings of Windows Driver
The following detailed functions can be configured after installing the Windows driver.

5-1 Paper feed option

The printer supports two paper sources.

Automatically Select : Select the “Receipt” automatically.
Receipt : Each page can be printed with various lengths until the last line.
Ticket . Each page can be printed with the same length.

Follow the instructions shown below for setting options.

1) Open the Printer Properties window for the corresponding OS.

& Metapace T-31l Properties

Device Settings [tilities Ratation MY Image # Commands
Barcodes Cut / Cash Drawer Crop / Macro About
General Sharing Partz Advanced Colar Management

Locatian:

Comment;

b odel: betapace T-3l

Features

Color: Ves Paper available:
Double-zided: Ma B0 = 297 mm[ T3]
Staple: Mo

Speed: Unknown

b awirnum resolution: 180 dpi

Frinting Preferences. .. ] [ Print T ezt Page

(] 4 ] [ Cancel

Rev. 1.00 - 26 -
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2) Click the “Preferences” or “Printing Preferences” button in the “General” tab.
The button name varies by Windows OS.

3) Select the desired setting in the “Paper/Quality” tab.

Rev. 1.00

& Metapace T-31l Printing Preferences

| La_l,u:.ut| Paper/Quality |

Color

Tray Selection

Paper Source: Automnatically Select
Autornatically Select
Receipt
Ticket

®| () Black & White

[ ]
wa| O Color
L)

OF.

][ Cancel ] Apply
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5-2 Paper size
The following paper sizes can be selected with this Windows driver.

80 x 40 mm([T3ll] 80 x 297 mm[T3ll]
80 x 80 mm([T3ll] 80 x 3276 mm([T3ll]
80 x 120 mm[T3ll]

80 x 160 mm[T3ll]

80 x 200 mm([T3ll]

Follow the instructions shown below to set the options.
1) Select the “General” tab and click the “Printing Preferences” button.

2) Select the “Paper/Quality” tab and click the “Advanced” button.
Select the function to configure.

Metapace T-31l Advanced Options

@ Metapace T-3II Advanced Document Settings

= E?ﬁ PaperCutput
Paper Size: | 80 x 297 mm[T3II]
Copy Counk: |80 % 120 mm[T3II]

=] @ Graphic 80 160 mm[T3II]
80 % 200 rm[T31L]
80 % 297 mm[T3II]
80 x 3276 mm[ T311]
ICM Inten e« 40 mm[T310)]
= i& Dacurnent Oplion| 80 x &0 mm[T31I]
Color Printing Maode; Monochrome
Halftoning: Auto Seleck

Prink Qptimizations: Enabled

[ ] H Canicel ]

3) You can add your own custom paper size by clicking “New Paper Size” in the “Utility”
tab of the Properties window.
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5-3 NV Image / Commands

Windows driver receives the data to print from the application software and sends it to the
printer. NV Image & Commands function is for adding NV image or commands to the
beginning or end of the data to be sent to the printer.

Commands or NV images can be added with the following functions.

Start Doc . Addition of NV Images and command at the beginning of the print job.
Start Page : Addition of NV Images and command at the beginning of the print page.
End Page : Addition of NV Images and command at the end of the print page.

End Doc . Addition of NV Images and command at the end of the print job.

Follow the instructions shown below to set the options.

1) Open the Printer Properties window for the corresponding OS.

2) Select the “NV Image / Commands” tab.

& Metapace T-3ll Properties

Barcodes Cut # Cash Drawer Crop / Macro Ahbot
eneral Sharing Parts Advanced Colar M anagement
Device Settings Utilitie= Fotation MY Image / Commands

Text & Command [ Example ;< 1870001 3FF: or <1B:>p<00713FF: ]
Start Dioc
MY Image Printing: M at Printed

Test & |
Command

Start Page
MY Image Printing: Mot Printed j

Text &
Command

End Pane

MY Image Frinting: Mat Printed j

Test &
Command

End Doc
MY Image Printing: Mat Frinted ﬂ

Test &
Command

MY Function Options
f« MY bit image " MY graphics

k. ] [ Cancel
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3) If the user want to open Cash Drawer 1 prior to printing, enter “<1B700019FF>" in the
“Start Doc” space and click the “OK” button.

4) If you want to open Cash Drawer 1 after printing, enter “<1B700019FF>"
in the “End Doc” field and click the “OK” button.

5) If you want to print the NV image with the document, select the NV image number in the
memory and click the “OK” button.

* Image print command changes when the image is downloaded into the printer using
the NV Image Tool in Unified POS Utility.

- [NV bit image]
Command: FS p n m (Hex: 1C 70 m n)

- [NV Graphics]
Command: GS (L pL pH m fn kel ke2 x y (Hex: 1D 28 4C pL pH m fn kcl ke2 x y)
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5-4 Crop / Macro

This Windows driver supports “Crop / Macro” function.

Crop function
- Crop function is to crop white space of receipt and it can be set from 0-99 mm.

Macro function

- Text Macro function is to replace certain text string with another text string for printing,
and it is useful for changing address or telephone number from the application software.
And Image Macro function replaces certain text string with an image.

Follow the instructions shown below to set the options.

Crop
1) Open the Printer Properties window for the corresponding OS.

2) Select the “Crop / Macro” tab.

& Metapace T-3Il Properties EJE|

General Sharing Partz Advanced Color Management
Device Settings tilitie= R otation MY Image / Commands
Barcodes Cut / Cazh Drawer Crop / Macro About

Crop Function

[+ Top Crop Length 10 jl [ o ]
[v Bottam Crop Length 0 ﬂ [ o |
Text bacro

[+ Enable Text Macro

Text Macro ‘
Image M acro
Image Macra ‘
[ (0] ] [ Cancel ] [ Apply ]

3) If you want to cut the space at the top of the receipt, check the “Top Crop Length”
Check box and specify the length to cut.

4) If you want to change the telephone number for the existing programmed application,
check the “Enable Text Macro” checkbox and click the “Text Macro” button.
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Text Macro
1) Open the Printer Properties window for the corresponding OS.
2) Select the “Crop / Macro” tab.

3) Check the “Enable Text Macro” checkbox and click the “Text Macro” button.

2 Text Macro (Metapace T-3Il) [5__<|
Change Text | Replace Text |
0432165588 043-216-5599 Add ftem
Edit Item

Delete Item

OK Cancel

4) When the “Text Macro” window pops up, click the “Add Item” button and enter the
contents in the “Change Text” and “Replace Text” fields.

Text Macro b__(|

Change-Text: |[IEEFgNRETil

Replace-Text: |043-216-5599

1] 4 Cancel ‘

5) Click the “OK” button.
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Image Macro

Windows Driver

1) Open the Printer Properties window for the corresponding OS.

2) Select the “Crop / Macro” tab.

3) Check the “Enable Image Macro” checkbox and click the “Image Macro” button.

Rev. 1.00

= Image Macro (Metapace T-3I1)

Image List

Add Image

Image Macro

Change Text Replace Image

Ok

Cancel ‘
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4) Select a bitmap image file (.bmp file) and click the “Add Image” button to add it

to the image list.

File to load

Loak in: |E} My Documents

~| & B cF E-

Bty Music

EM';.H Pictures

Sz

File name: ||:|:uu|:u:|n

Files of type: | BMP Files [* BMP]

[ Open az read-only

j Cancel |

5) Assign an appropriate name for the image file to be added to the list and select

a dithering type.

Image Macro

Prewview

Criginal Image

on books
over 520

Transformed Image

: b on boors

Dither File Mame
& Type-1 " Type-2
Ype Ype coupon
" Type-3 " Type-4
Cancel
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6) Click the “Add Text Key” key to set the text key and the image to replace the
corresponding text key.

Rev. 1.00

4 Image Macro (Metapace T-3I1)

Irmage List

Add Image

:

Delete Image ‘

Irmage Macro

Change Text

R eplace Image

Add Text Key ‘

ok

Image Macro

Type a new text

Change-Text :

RFeplace-Image .

in the field.

Ok

Cancel
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7) Click the “OK” button.
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= Image Macro (Metapace T-3I1)

Windows Driver

Image List

Add Image Delete Image
Image Macro
Change Text Replace Image
caLpan
Add Text Key Edit Text Key ‘ Delete Text Key
] ‘ Cancel ‘
- 36 -



5-5 Barcodes

Windows Driver

This Windows driver supports the various bar codes as shown in the following table.
Select the “Printer Font Name” and enter the barcode data to print.

Printer Font Name Size Supported Characters
Numeric: 0~9

Codabar 20/40/60/80 Symbols: $, +, -, ., /, :
Letters: A~D
Numeric: 0~9

Code39 20/40/60/80 Symbols: $, +, -, .,/
Letters: A~Z
JAN13(EAN) 20/40/60/80 Numeric: 0~9
JANS(EAN) 20/40/60/80 Numeric: 0~9
ITF 20/40/60/80 Numeric: 0~9
UPC-A 20/40/60/80 Numeric: 0~9
UPC-E 20/40/60/80 Numeric: 0~9

Code93 20/40/60/80 ASCIlI CODE: 0~127

Codel28 20/40/60/80 ASCII CODE: 0~127

2-D barcode

Windows driver supports the following 2-D barcodes.

- PDF417
- QR Code

Rev. 1.00
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Follow the instructions shown below to use this function.

1) Open the Printer Properties window for the corresponding OS.

2) Select the “Barcodes” tab.

& Metapace T-31l Properties

Windows Driver

Device Settings Itilities Fiatation MY Image / Commandsz
General Sharing Puartz Advanced Color M anagement
Barcodes | Cut / Cash Drawer Crop / Macro
10-Barcodes
Fant Mame : Barcodel
Type : UPC-& =l
Froperties
2D-Barcodes
Font Marme : 2D-Coded ﬂ
Type
(« PDF417 ™ QR Code
Properties

[ Ok, H Cancel H

]

3) If you want to set the barcode, set the “Font Name”, select the Type and click the
“Properties” button.

Rev. 1.00
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4) If the user wants set 2D Barcodes, set “Font Name” and select type of barcodes and

click the “Properties” button.

2D-Code Setting

PDF417
Column - 0 (0.3
Step: 0+ [0.3.90]
width 3 4 (2.8
el 3 3 [2.8]

Erraor correction:

|Ern:ur cormection level 0

[ Set the processing of simplified PDF417 symbal

=]

Cancel |

2D -Code Setting

(RCode
Model : MODEZ -
Size - 3 Hn.el
Ermar comrection
Errar comection lewvel L j
............. T Carca

Set Barcodes options and click “OK” button.

Rev. 1.00
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5-6 Cut / Cash Drawer

Windows driver supports “Open cash drawer”, “Internal Beep”, and “Cutting Option”
functions.

The user can set “Open cash drawer” and “Internal beep” both before printing and after
printing and the user also can set “Cutting options” the cutting option can be adjusted as
follows.

No Cut: There’s no cutting after the end of printing.

Partial Cut:
Receipt : A paper is cut by auto cutter.
Receipt[No Feeds] : A paper is cut by auto cutter without paper feeding.
Form : For long print jobs, printed text is transferred and cut according to

the Receipt option per selected paper size.

' 3 Metapace T-311 Properties

Device Settings [tilities R atation MY Image / Commands
General Sharing Ports Advanced Color b anagement
Barcodes Cut / Cazh Drawer Crop / Macro Ahout

Begin Job
[ Dpen Cazh Drawer 1 j
[ Dpen Cazh Drawer 2 :II
[ Internal Beep j
End Job
u Mumber of Line Feeds[0-39]
[ Dpen Cazh Drawer 1 j
[ Dpen Cazh Drawer 2 j
[ Internal Beep :ll
Cutting Options
" Mo Cut e Cut
Cutting Type : |Heceipt j
Receipt [Mo Feeds)
Farm
] l [ Cancel
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5-7 Image Rotation

This Windows driver supports “Rotation printing” function for image data only. Rotating
device font or barcode font is not supported. “Rotation printing” function is not supported in
color printing mode. The printer mode will be changed to mono printing mode
automatically if this function is used in the color printing mode.

& Metapace T-31l Properties

General Sharing Puarts Advanced Color M anagement
Barcodes Cut / Cash Drawer Crop / Macro About
Device Sethings tilities Rotation MW Image / Commands

Raotate Image Printing

" Hatation by 90 Deagrees [Cw]
" Rotation by 180 Degrees [Chw

" Ruotation by 270 Degrees [Cw]

] 4 ][ Cancel ][ Apply
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5-8 Utilities

This Windows driver provides the following utilities.

Customer Paper Size
Unified POS Utility.
Special Font Edit

Journal Viewer

Rev. 1.00

Journal view utility.

Windows Driver

The user can define new paper sizes as the user want.
This utility includes NV tool, VMSM and command test editor.
The User can define special function using this utility.

' Metapace T-31l Properties

General Sharing Partz Advanced Colar Management
Barcodes Cut # Cash Drawer Crop / Macro Abowt
Device Settings Utilities Fiatation M Image 4 Commands

Customer Paper Size
Mew Paper Size
WhiSh
[rified POS Utiliky
Extended Function
Special Font[Fontcontrold) E dit ‘
Journal
[ Enable Jourmal
Journal Wiewer ‘
k. ] [ Cancel ] [ Apply
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5-8-1 New Paper Size

Windows Driver

1) Select the “Utilities” tab and click the “New Paper Size” button.

2) Enter the values in the Form Name, Width, and Length fields.

Paper Size

3 T 3l
20w 3276 mm[ T3]
80« 40 (T3]
a0« 30 mm(T 3]
20 = 120 mm[ T3]
80 % 1B0 mm[T 3]
a0« 200 mm[T 3]

FPaper Property

Form Mame : | MewPaperSize[T3ll]

Paper Size

Width ] 722 mm
Length [L] : 2969 mm

binimum Paper Size

YWidth :© B0.0 mm
Length :  40.0 mm

b aimum Paper Size
Width @ 722 mm
Length : 32732 mm

Printer Paper Size Setting Utility (Metapace T-3lI)

Add Customized Form

Delete Custamized Farm

Exit Program

3) Click the “Add Customized Form” button.

Rev. 1.00

- 43 -



Windows Driver

4) Select the newly added paper size from the “Advanced Option” window.

Metapace T-3Il Advanced Options

=-Lelg Paperioutput

@ Metapace T-31I Advanced Document Settings

Paper Size:

80 % 297 mmT31]

Copy Count:
= @ araphic
= @ Imange Colar i
1T Methy
121 Inken

= i& Document Option
Color Prinking

80 x 120 mm[ T3]
80 % 160 mm{ T3]
80 3 200 mm{ T3]
80 x 297 mm[ T3]
80 % 3276 mm[T311]
80 % 40 mm[T3II]
80 x 80 mm[T3II]

NewPaperSize[ T3II]

Halftoning: Auto Select
Print Optimizations: Enabled

OF.

] [ Caticel

5-8-2 Unified POS Utility

Refer to the Unified POS Utility manual contained in the CD for details.

5-8-3 Extended Special Functions

Refer to the section “6-2-1".
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5-8-4 Journal Viewer

Journal is a function to save a copy of the printed receipt, and you can store the copies
without journal printer using this function. Journal function saves a file for each printed
document, and the saved files can be searched by printed date or by period with the
Journal Viewer utility. This function is supported only when the receipt is printed with image
data, and it does not support the receipts printed with device font or barcode.

Journal function is not supported in color printing mode. Journal data will not be saved
when you try to use this function in color printing mode.

1) Check the “Enable Journal” to use the Journal function.

& Metapace T-3ll Properties

Barcodes Cut # Cash Drawer Crop / Macro Ahbot
eneral Sharing Parts Advanced Colar M anagement
Device Setings Ultilitiers Ratation MW Image / Commands

Cuztomer Paper Size

MHew Paper Size |

WSM

Unified POS Ltility ‘

E stended Function

Special Font[Fontcontrold] E dit ‘

Jaurnal

[+ Enable Jourmal

Jaournal Yiewer

[ ] ][ Cancel ][ Apply

2) Click the “Journal Viewer” in the “Utilities” tab.
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3) The following window will be launched.

1 Journal Viewer (Metapace T-3II)

Preview

Windows Driver

X)

Date Time Path

Print

Search

4) Select the file from the list on the bottom and click the “Print” button to print the file.

5) Click the “Search” button and set the search conditions to search the journals by date

or period.

Rev. 1.00

Journal Viewer

Search Options
Manth Day

Start date: |6 g

End date: & g

Year

J|2013

J|2013

Cancel

X
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6. Windows Driver Specifications

6-1 Font

Windows Driver

This Windows driver supports various fonts in the following table. Printing using these fonts

is faster than using Windows fonts provided by the operating system.

Printer font Font size (dot) Point size
FontAlxl | FontAlx1[Ext] | FontA1x1[255] 12 x 24 9.5
FontAlx2 FontA1x2[Ext.] | FontAlx2[255] 12 x 48 19
FontA2x1 FontA2x1[Ext.] | FontA2x1[255] 24 x 24 9.5
FontA2x2 FontA2x2[Ext.] | FontA2x2[255] 24 X 48 19
FontA2x4 FontA2x4[Ext.] | FontA2x4[255] 24 X 96 38.5
FontA4x2 FontA4x2[Ext.] | FontA4x2[255] 48 x 48 19
FontA4x4 FontA4x4[Ext.] | FontA4x4[255] 48 x 96 38.5
FontA4x8 | FontA4x8[Ext.] | FontA4x8[255] 48 x 192 77
FontA8x4 FontA8x4[Ext.] | FontA8x4[255] 96 x 96 38.5
FontA8x8 FontA8x8[Ext.] | FontA8x8[255] 96 x 192 77
FontBix1l | FontBi1x1[Ext] | FontB1x1[255] 9x17 7
FontB1x2 FontB1x2[Ext.] | FontB1x2[255] 9x 34 13.5
FontB2x1 | FontB2x1[Ext.] | FontB2x1[255] 18 x 17 7
FontB2x2 FontB2x2[Ext.] | FontB2x2[255] 18 x 34 13.5
FontB2x4 FontB2x4[Ext.] | FontB2x4[255] 18 x 68 27
FontB4x2 FontB4x2[Ext.] | FontB4x2[255] 36 x 34 13.5
FontB4x4 FontB4x4[Ext.] | FontB4x4[255] 36 x 68 27
FontB4x8 FontB4x8[Ext.] | FontB4x8[255] 36 x 136 54.5
FontB8x4 FontB8x4[Ext.] | FontB8x4[255] 72 X 68 27
FontB8x8 FontB8x8[Ext.] | FontB8x8[255] 72 X136 54.5
FontC1x1 | FontCixl1 [Ext.] | FontC1x1 [255] 9x24 9.5
FontC1x2 | FontC1x2 [Ext.] | FontC1x2 [255] 9x48 19
FontC2x1 | FontC2x1 [Ext.] | FontC2x1 [255] 18 x 24 9.5
FontC2x2 | FontC2x2 [Ext.] | FontC2x2 [255] 18 x 48 19
FontC2x4 | FontC2x4 [Ext.] | FontC2x4 [255] 18 x 96 38.5
FontC4x2 | FontC4x2 [Ext.] | FontC4x2 [255] 36 x 48 19
FontC4x4 | FontC4x4 [Ext.] | FontC4x4 [255] 36 x 96 38.5
FontC4x8 | FontC4x8 [Ext.] | FontC4x8 [255] 36 x 192 77
FontC8x4 | FontC8x4 [Ext.] | FontC8x4 [255] 72 X 96 38.5
FontC8x8 | FontC8x8 [Ext.] | FontC8x8 [255] 72 x192 77
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The details of the printer fonts are as follows.

1) FontA1x2
- ANSI Character code support (Code page 16: 1252)
- Font size (dot): 12 x 48 (Double height)
- Point size: 19

2) FontAl1x2 [Ext]
- IBM expansion Character code support (Code page 0: 437)
- Font size (dot): 12 x 48 (Double height)
- Point size: 19

3) FontA1x2 [255]
- BUYER ONLY code support (Code page 255)
- Font size (dot): 12 x 48 (Double height)
- Point size: 19
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6-2 Special functions

This Windows driver supports the special functions as shown in the following table.
Select the “FontControl” character first and use the characters in the table to use the
special functions.

Take care as this function is not for printing general texts.

Font (Character) Special Functions

Print HT (0 x 09)

Print LF (0 x 0A)

Print CR (0 x OD)

Open Drawer 2 (50ms driver pulse width)

Open Drawer 2 (100ms driver pulse width)

Open Drawer 2 (150ms driver pulse width)

Open Drawer 2 (200ms driver pulse width)

Open Drawer 2 (250ms driver pulse width)

Open Drawer 2 without paper feeding (50ms driver pulse width)

Cut without paper feeding

Print double size color image stored in the address 00

Print double size color image stored in the address 01

Print double size color image stored in the address 02

Print double size color image stored in the address 03

Print double size color image stored in the address 04

Do not add HRI characters to barcode

Add HRI characters above the bard code with FontA

Add HRI characters below the bard code with FontA

Add HRI characters above the bard code with FontB

Add HRI characters below the bard code with FontB

Align text to the left

Align text to the center

Align text to the right

Open Drawer 1 (50ms driver pulse width)

Open Drawer 1 (100ms driver pulse width)

Open Drawer 1 (150ms driver pulse width)

Open Drawer 1 (200ms driver pulse width)

Open Drawer 1 (250ms driver pulse width)

Open Drawer 1 without paper feeding (50ms driver pulse width)

Prints 1 NV bit image

Prints 2" NV bit image

Prints 3" NV bit image

Prints 4™ NV bit image

Prints 5™ NV bit image

Cut Receipt (partial cut)

Print the NV Graphics stored in the address 00

Print the NV Graphics stored in the address 01

|||V [R|«|—|Z(OQMMT|IO|T (> |X|S|~|lu|=la |3 |—|[<—|—Q |0 |a|o|c|o|[N|o|o

Print the NV Graphics stored in the address 02
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Font (Character)

Special Functions

U

Print the NV Graphics stored in the address 03

Print the NV Graphics stored in the address 04

Print double size NV bitmap image 1

[
]

Print double size NV bitmap image 2

Print double size NV bitmap image 3

Print double size NV bitmap image 4

Print double size NV bitmap image 5

1) Example

Select “FontControl” character and send 6 for “LF” (Line Feed) operation (instead of

printing character “6”).

2) “FontControl” character function

Printer font special

; . Function Point size (point/dot)
unction
Open Drawer 1 /2
Cut receipt
Cut receipt (without paper feeding)
FontControl Align (left/center/right) (9.5/12x24)

Print HT, LF, CR
Print barcode
Print NV bitmap image

Rev. 1.00
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6-2-1 Using Special Font Edit Utility

“FontControlA” character function can be extended using the “Special Font Edit” Utility.
You can define new commands in the T3ll.ini file using this utility, and the “FontControlA”
character can be changed to arbitrary user setting character.

(The range of the character code is 20 ~ 7F.)

1) Use the “Special Font Utility” in the “Utility” tab to edit the INI file.

& Metapace T-31l Properties

Barcodes Cut # Cash Drawer Crop / Macro Ahbot
General Sharing Partz Advanced Colar Management
Device Sethings Ultilitiers Fatation MW Image / Commands

Customer Paper Size

MHew Paper Size |

WSM

Unified POS Ltility ‘

Extended Function

Special Font[Fontcontrold) E dit

Jaurnal

[ Enable Jourmal

Jaournal Yiewer

k. ][ Cancel ][ Apply
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2) Edit the data and click the “Apply” button.
Click the “OK” button to save the data to INI file.

FontControlA Editor - H:AWINDOWS\system 3 2\s poo \PRTPROCS\x64XT311. INI (Metapace T-3I1)

Char Hex Commard

1B 3D 00
45 44 45 04

[ [~
=

27 Char

29 :!()

Hex

|~ + e — - # o A W 3
o
=S

Apply

Delete

=1 on s WO
%)
(%)

1) 4

X
-
|£

Edit

1E 3D 00 Cancel
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7. Windows Driver Application

7-1 Application with Visual Basic

This section contains example codes to control the printer (Metapace T-3Il) using Windows
driver with Visual Basic.

Sample codes shown here are copied to the installation directory when installing the
Windows driver for your reference.

7-1-1 Windows driver selection

The following example code explains how to select the “Metapace T-3II” Windows driver.

For Each prnPrinter In Printers

If prnPrinter.DeviceName = “Metapace T-3II” Then
Set Printer = prnPrinter

Exit For

End If

Next
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7-1-2 Text printing

The following code is an example of the printing of Arial Test via the Windows font, and
FontAlx1Test via the printer font.

‘Print in Windows font
Printer.FontSize = 9
Printer.FontName = “Arial”
Printer.Print “Arial Test”

‘Print in printer font
Printer.FontSize = 9.5
Printer.FontName = “FontA1x1”
Printer.Print “FontA1x1Test”

Printer.EndDoc

7-1-3 Barcode printing

The following example code explains how to print the barcode (JAN8 (EAN)).

'Print Bar Code.
Printer.FontSize = 20

Printer.FontName = "JAN8 (EAN)"
Printer.Print "1234567"

Printer.EndDoc

7-1-4 2-D barcode printing

The following example code explains how to print the 2-D barcode (PDF417).

'Print Two-dimensional Codes.
Printer.FontSize = 9.5

Printer.FontName = "PDF417"
Printer.Print "Print Test PDF417"

Printer.EndDoc
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7-2 Application with WordPad

7-2-1 WordPad environment setting

Launch WordPad, set the printing related options as follows, and test the printer with
WordPad.

- Select printer
Select “Print” from the “File” menu, and select the printer (Metapace T-3l1).

- Set paper size, orientation, margin, etc.
Select the “Page Setting” from “File” menu, and set paper size, orientation, and margin.

7-2-2 Text printing

Print the text from WordPad using the Windows driver of the printer.

File Edit “iew Insert Format Help

e S M BB B
|F|:|nt.-’-'-.'l1 v| |E|.5 v| |Western vl B /7 U B |%|§ = =
E- B N oy

PRINT TEX

For Help, press F1 FLIN

1) Select the font from the font selection box (FontA1x1).
2) Select the point size from the point selection box (9.5).

3) Enter the text to print.

4) Click the Print icon in the toolbar to print the text.
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