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Net Configuration Tool

1. Manual Information

This Net Configuration Tool Manual provides information on the utility program used to set
printer operation conditions.

2. Operating System (OS) Environment
The following operating systems are supported for usage.

- Microsoft Windows XP (32bit/64bit)

- Microsoft Windows Server 2003 (32bit/64bit)
- Microsoft Windows Vista (32bit/64bit)

- Microsoft Windows Server 2008 (32bit/64bit)
- Microsoft Windows Server 2008 R2 (64bit)

- Microsoft Windows 7 (32bit/64bit)

- Microsoft Windows 8 (32bit/64bit)

- Microsoft Windows Server 2012 (64bit)
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Net Configuration Tool

3. Software Installation & Uninstallation

3-1 Installation

1) Execute the Net Configuration Setup file.
(This file must first be downloaded.)

2) Click the “Next” button.

s b
Net Configuration Setup - InstallShisld Wizard M

‘Welcome to the InstallShield Wizard for Het Configuration Setup
will install Met Configuration Setup on your camputer. Tao continue, click

¢ =n |

InstallSnield

=

Canecel
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Net Configuration Tool

3) Click the “Next” button.
(Install to: C:\Program Files\Metapace\Net Configuration Setup\)

Net Configuration Setup - InstallShield Wizarc 28 I

Choose Destination Location

< Back ” Cancel

4) The following message appears upon the successful completion of installation.

-
MNet Configuration Setup - InstallShield Wizard

InztallShield Wizard Complete

The Inal ard alled Met Configuration Setup. Click

Cancel

InstallShield < Back H
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3-2 Uninstallation

(1) Windows XP

Net Configuration Tool

1) Click and activate the “Add/Remove Programs” icon in the Control Panel.

2) Select “Net Configuration Setup” and click the “Change/Remove* button.

# Add or Remove Programs
.
Currently installed programs:
Change or BT ATI - Software Uninstall Ukilicy
Remove
Programs ﬁl ATI Catalyst Contral Center
ﬁl ATI Display Driver
o
Add New
Programs
Add{Remaove  |IgS Bus Hound
Windows |
Components

To change this program or remove it from your computer

ck Change or Remove,

Size  0.13ME A

Size 0.02MB

ast )

Size: 1.15MEB

I€

Close

3) Click the “Yes” button to completely remove the application.

Net Configuration Setup - InstallShield Wizard

Do o wank ko complekely remove the selecked application and all of its features?

Yes

I

Mo
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(2) Windows 7

Net Configuration Tool

1) Click and activate the “Programs and Features” icon in the Control Panel.

2) Select “Net Configuration Setup” and click the “Uninstall” button.

View installed updates

'@J Turn Windows features on or

Control Panel Home

Uninstall or change a program

Organize = Uninstall JChange

Mame

@ Microsoft Visual Studio 2008 Professional Edition -
ﬁlMicrosoft‘ufisual Studio 2008

E} Microsoft Visual Studic Web Authoring Component

[=°] Microsoft Windows SDK for Visual Studio 2008 .NET F...
ﬁ';'fﬂ Microsoft Windows SDK for Visual Studio 2008 Heade...
LE;! Microsoft Windows SDK for Visual Studio 2008 SDK R...

ﬁ! Microsoft Windows SDK for Visual Studio 2008 Tools

ﬁl Microsoft Windows SDK for Visual Studio 2008 Win32...

[ Met Configuration Setup
[=°] Visual Studio .NET Prerequisites - English

ﬁl‘u’isual Studio 2005 Tools for Office Second Edition Ru...

ﬁl‘u‘isual Studio Tools for the Office systern 3.0 Runtime

ﬁl‘u’isual Studio Tools for the Office system 3.0 Runtime...
& Windows Driver Package - Renesas Electronics Corpo...

[="] Windows Mabile 5.0 SDK R2 for Packet PC
[=] Windows Mobile 5.0 SDK R2 for Smartphone

To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.

Publisher

Microsoft Corporation
Microsoft Corporation
Microsoft Corporation
Microsoft

Microsoft Corporation
Microsoft Corporation
Microsoft Corporation
Microsoft Corporation
Metapace

Microsoft Corperation
Microsoft Corporation
Microsoft Corporation

Microsoft Corporation

Renesas Electronics Corporation

Microsoft Corporation

Microsoft Corporation

a I

Metapace Product version: 1.0.0

=

==

Help link: http://fwww.metapace.com

3) Click the “Yes” button to completely remove the application.

Rev.1.00
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Installed 1 =
11/23/201
11,/23/201
11/23/201
11/23/201
11/23/201
11/23/201
11/23/201
11/23/20]—
5/27/201%
11/23/201
11/23/201
114237201
11,/23/201
2/14/201%
11,/23/201
11/23/201 =

3

-

Met Configuration Setup - InstallShisld Wizard

===

features?

Do you want to completely remove the selected application and all of its
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Net Configuration Tool

4. Configuration Tool
4-1 Configuration Tool

Install and execute NetConfiguration.exe involved in CD.
(Start>> Metapace >> Net Configuration.exe)

Click the Ethernet Configuration button when the printer is connected to the
Ethernet, or click the WLAN button when the printer is connected through WLAN.

4-1-1 Ethernet Configuration

¢ Metapace Met Configuration Tool @

Ethernet Configuration

WLAN Configuration

Serial/USB Configuration

Exit
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Net Configuration Tool

-
Met Configuration

S

No

Mac Address IP Address Subnet Gateway Port Version

Search

Configuration{¥eb)

Setting

Exit

When you press the Search button, the printer connected to the network will be shown in

the list.

The following warning message may pop up if the firewall is installed.

(1) Windows XP

*= Windows Security Alert X

To help protect your compuier. Windows Firewall has blocked
zome: feahres of this prupam_

Do you want to keep blocking this program?

o Name: Met Configuration Tool
W
"*ﬁ“‘fc Publisher: Metapace

Keep Blocking | Unblock I Ask Me Later

Windows Firewall has blocked this program from accepting connections from the
Imtemet ar a networkc. i you recognize the program or trust the publisher, vou can
unblock it. When should | unblock & program ?

Select [Unblock], and then retry the Search operation.
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Net Configuration Tool

(2) Windows 7

-
9 Windows Security Alert [r—

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked some features of Met Configuration Toal on all public and private

netwarks.

et Configuration Tool

Metapace

C:'\program files (x586)\netapacenet configuration setup
netconfiguration. exe

S Mame:
S
“"l‘ Publisher:

Path:

Allow Met Configuration Tool to communicate on these networks:
Private networks, such as my home or work network

[] Public networks, such as those in airports and coffee shops {not recommended
because these networks often have lite or no security)

What are the risks of allowing a program through a firewall?

mﬁllawaccess ]I[ Cancel

W — S
Select [Allow access], and then retry the Search operation.
-
Net Configuration l I u
NUI Mac Address | IP Address I Subnet | Gateway I Port I ersion | et
1 00:15:94:00:00:00  192.168.0.69 255.255.255.0 192.168.0.1 9100 2.2
2 00:15:94:00:00:00 192.168.0.174 255.255.255.0 192.168.0.1 9100 N/A
00:15:04:60:0f: 7f | 192.168.100.130 | 255.255.255.0 | 192.168.100.254 | 0100 | N/A | Setting
Configuration{Web)
|
Exit

Select the printer from the list and press the [Setting] button, and then the
following window for setting Ethernet settings will pop up.

Rev.1.00
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Net Configuration Tool
rEthernet Configuration @ﬂ

Network Setting

IP Address : | 192 . 168 . 100 . 130|
Subnet Mask : | 255 . 255 . 255 . O
Gateway : | 192 , 168 . 100 . 254

Local Port : 9100 (g ~ 32767)
Inactivity time : 0 sec (Default: D)

(0~3600) I e Mode

Device Baudrate : |19200 j

Fimware Version : N/A

Save I Cancel

Enter the proper IP Address, Subnet Mask, and Gateway for the currently used network,
and then press the Save button to save the settings.
(Device Baud rate setting, which is used for other models, is not necessary for our printer.)

Net Configuration ﬁ
No | Mac Address ‘ IP Address | Subnet ‘ Gateway | Port | Version | et
1 00:15:94:00:00:00 192.168.0.69 255.255.255.0 192.168.0.1 9100 2.2
2 00:15:94:00:00:00 192.168.0.174 255.255.255.0 192.168.0.1 9100 N/A

00:15:04:60:0f:7f | 192.168.100.130 | 255.255.255.0 | 192.168.100.254 | 9100 Setting

Configuration{Web)

Exit

Select the printer from the list and press the [Configuration(Web)] button you will see the
web browser for changing the Ethernet and WLAN settings as shown below.

Configuration
F/% ver, 21
MAC 00:15:94:50:2F.C1
Source IP |192.168.100.130

i |
Subnet Mask  [255.255.255.0 |
Gateway IP [192.168.100.254 ]
Local Port (9100 |
Inactivity Time U |

DHCP mode [
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Net Configuration Tool

4-1-2 WLAN Configuration

&¢ Metapace Met Configuration Tool &J

Ethernet Configuration

WLAN Configuration

Serial/USB Configuration

Exit

s o
Net Configuration ﬁ

No Mac Address IP Address Subnet Gateway Port Version | Search

Exit

) kL

When you press the Search button, the printer connected to the network will be shown in
the list.
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Net Configuration Tool

Net Configuration ﬁ

No Mac Address IP Address Subnet Gateway Port Version

[1 [ 00:15:94:b0:00:9b | 192.168.0.113 255.255.255.0 192.168.0.1 2100

Search

Setting

Configuration{Web)

BSS Info

Certificate upload

Exit

il

Select the printer from the list and press the [Setting] button, and then the following
window for changing the WLAN settings will pop up.

WLAN Configuration &J
Network Setting
IP Address : | 192 . 168 . 0 . 113
Subnet Mask : | 255 . 255 . 255 . QO

Gateway : | 192 . 168 . 0 .

1
Local Port : 9100 (p ~ 32767)
Inactivity time : 0 sec (Default: 0)

(0 ~ 3600)

Device Baudrate : | J

Fimware Version : 1.0

Save I Cancel

Enter the proper IP Address, Subnet Mask, and Gateway of the currently used network,
and then click the [Save] button to save the settings.
(Device Baud rate setting, which is used for other models, is not necessary for

our printer.)
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Net Configuration Tool

Net Configuration

No Mac Address IP Address Subnet Gatewa Port Version Search

[1 To00:15:94:b0:00:0b | 192.168.0.113 255.255.255.0 192.168.0.1 | 9100 | 1.0 |

Setting

Configuration{Web)

BSS Info

Certificate upload

{0 1

Exit

Select the printer from the list and press the [Configuration(web)] button, and then the
Login window will pop up.

Enter the ID and Password set in the printer, and click OK.
(Default settings are ID: “admin”, Password: “password”)

- ™
Windows Security M

The server 192.168.0.113 at . requires a username and password.

Warning: This server is requesting that your username and password be
zent in an insecure manner (basic authentication without a secure
connection).

| | admin |

[C] Rernember my credentials

[ OK ] ’ Cancel
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Net Configuration Tool

When you log in, you will see the web browser for changing the WLAN settings as shown
below.

(&))@ rtpr/192.1680113/ £ - || @ wLax configuration x [ AR
WALN
Configuration

Home

Sign in with your

System

Protocol
Metwork

Authentication

T —
LOGIMN

You can search for the information of the wireless network by pressing the BSS Info button.

-
Net Configuration

No Mac Address IP Address Subnet Gatewa Port Version Search

[1 | 00:15:94:b0:00:9b | 192.168.0.113 255.255.255.0 192.168.0.1 | 9100 | 1.0 |

Setting

Configuration{Web)

[l

BSS Info

Certificate upload

L
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Net Configuration Tool

When you press the BSS Info button, information about the SSID, BSSID, Network Model,
and Encryption information of the network in close range will be shown as follows.

BSS Information | 2 |
Mo SSID BSSID Mode RSSI Security |
1 belkin.5o6de 02-21-0A-00-02-CF Ad hoc -ob Mo
2 portthru 00-40-5A-D8-C3-C8 Infrastruct... -70 WPA
3 U+MNetC3CB 00-40-5A-D8-C3-C9 Infrastruct... -70 WPA
4 iptime_test 00-08-9F-D2-6E-6C Infrastruct... -36 WEPG4/WEP...

- -
Met Configuration e g

Succeeded to BSS information acquisitions
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4-1-3 Serial/ USB Configuration

Net Configuration Tool

Connect to Serial/USB cable, then click “Serial/USB Configuration”.

Rev.1.00

-

¢ Metapace Net Configuration Teol

E5)

Ethernet Configuration

WLAN Configuration

Serial/USB Configuration

Exit

)
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Net Configuration Tool

(1) Choose the “Port”, then click “Connect”.
(You can only use USB.)
If it is properly connected, “Succeeded to printer connection” will be shown.

Then the configuration of the printer will be listed.

Met Configuration Tool - lé]
i i 4|0
System _Information lProtocoI] BSS Informatmn] Network] Authe .
System e Ol
i Port |ussoos -
Printer Name
Printer Port Num (0 ~ 32767) [9100 EETTEER
User ID
User Password
Confirm Password
Firmware Information
Firmware Version
Update Date
Mac Address
Quit
—_— |

(2) System & Information
Printer Name, Printer Port, User ID, User password can be set.

- |

| System _Information IProtocoI} BSS Information] Network] Authe 4| P

-
Met Configuration Tool

MR )

System
Printer Name
Printer Port Num (0 ~ 32767)
User ID
User Password

Confirm Password

Firmware Information

Firmware Version

Update Date

Mac Address

——
fpr0
[admin
[
[

0.1
2013.09.09 AM 09:00

CC-7A-30-01-10-28

Communication
& * UsB
Port |ysBoos -
Disconnect
Update
Quit

Rev.1.00
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Net Configuration Tool

(3) Protocol
You can set HTTPS, TELNET, FTP and SNMP protocol as able or disable.

SNMP can be also set.

F e = ™
MNet Configuration Tuoh a— o - _ g
ion| Protocol i > .
System _Information| BSS Irlformatmrll Networkl Authe R TTTITERTT
~Task State ' SERIsL @ USB
Port Iussoos vl
HTTPS IDisabIe 'l TELNET IDisabIe 'l
Connect
FTP IDisabIe 'l SNMP IDisabIe 'l
Disconnect
~ SNMP
Community Name (Read): Ipublic Update
i
I Community Name (Write): Iprivate
Trap IP Address I o .0 .0 .0
Trap Community Ipublic
Quit

(4) BSS Information
When you click “Get BSS information”, close AP information will be listed.

r — - 5
Met Configuration Togl y —— - ﬁ
i 0 —
System _II'IfDHTIatIl:II’]l Protocol| BSS Information || etwork| Authe TR |
o) AL @
| no | SsID [ BSSID [ mobE | mssr| sec ' e
1 portthru  g9-pg-9F-D2-... Infrastr... -46 WE Port |usaoos -
2 netis_kjchoi  00-18-E7-D2-... Infrastr... -63 Wi
3 U+NatC3CB 00-40-5A-DB... Infrastr... -80 WE nect
4 belkin.56de  E2-75-30-01-... Adhoc  -79 n
Disconnect
Update
i
« m L3
EGet BSS information
Quit

Rev.1.00 -19 -



Net Configuration Tool

(5) Network
You can set Infrastructure/Adhoc, SSID, IP, Subnetmask and Gateway.

1) Inactivity Time
By setting “Inactivity Time”, you can disconnect the printer to host device when the
data is not transferred while inactivity time. If multiple host devices are used with one
printer, “Inactivity Time” is recommended. (Other host devices are restricted to use a
printer if one host device keep connecting to a printer.)

2) Wi-Fi Direct
Use Channel when configuring Wi-Fi Direct channels.
Connection Mode is classified into PIN or PBC type.
- PIN Type: Enter the same PIN CODE you set for "PIN Code" on your smartphone
using the utility to connect.
(PIN CODE must be entered in four- or eight-digit format.)
- PBC Type : Accept the request for approval on your smart phone to connect.

r ~
Net Configuration Tool l&]
i i INetworkI 4| N
System _Information | Protocol | BSS Information Authe | | T TR
Network Mode & ¥ usSB
+ Infra Network Port |UsBooS -
™ Adhoc Ad Hoc Channel |6
" Wi-Fi Direct
Channel Connection Mode PIN Code .
Disconnect
1 ~| [pmnarBC ~| Joooo
IP Assignment Method Update
* Automatic Allocation(DHCP)
™~ Manual Allocation
Network Setting
SSID 125
Inactivity Time (0~3600) 0 Sec (Default: 0)
IP Address | 192 , 168 . O . 113
Subnet Mask | 255 . 255 . 255 . O
Gateway | 192 . 188 . 0 . 1
Quit
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Net Configuration Tool

(6) Authentication
You can set Authentication and Cryptograph. If it is Infrastructure mode, you need to

set Cryptograph with AP for proper connection. Then if it is Adhoc mode, you need to
set Cryptograph with host device.

Update

-
Met Configuration Tool &J
i i 4| » . .
BSS Infurmat\rml Networkf Authentication Jcerification T
Authentication 2 * usB
Port
&0 m  C Shared Key ' WPA-PSK ussoos ]
" WPAZ-PSK " WPA  WPA2
Cryptograph X
Disconnect
' NONE " WEP64/128 o
(@) T

Quit

(7) Certificate
Printer can save the certificate file for EAP-TLS certification.

When you use TLS certification, CA certificate(PEM, Client Key(KEY/PEM), and client
certificate(PEM) file should be uploaded. The key size of certificate recommended is 512.
If the size of certificate is more than 512, it will take some time for EAP certification.

5

Net Configuration Tool &J
i i i i i 4| » .

BSS Information | Network | Authentication Communication

2] * UsB

Port |usBoOS -

Certificate

= CcA " Client Key " Client PEM

Disconnect

Update
Open file |

il

File Upload

Quit
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4-2 \Web Server

LAN Configuration Selection

1) Execute Internet Explorer.

Net Configuration Tool

2) Enter IP address of the printer at Address of Internet Explorer and click go.

&) hitp://192.168,100,130/

Configuration

[Note]

F/ ver. 2.1

MAC 00:15:94:50:2F.C1
Source IP 192.168.100.130
Subnet Mask | 255.255.255.0
Gateway P [192.168,100.254
Local Port 9100

Inactivity Time |0

DHCP mode [

- If you are not aware of IP address, check IP address by pushing Function key.
- Ask Network administrator IP Address and its related information.

3) When Configuration Window appears, enter new Network Setting.

Configuration

Inactivity Time j'D

DHCP mode [

F/M ver. 2.1
MAC 00:15:94:50:2F.C1
Source P 192.168.100.130

Subnet Mask | 255,255,255.0
Gateway IP |1 92.168.100.254
Local Port 9100

Rev.1.00
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Wireless LAN selection

- (= = e |
(<3)(2) @ nttpy/192.168.0113/ IR || & wLax Configuration . | oo
WALN
Configuration

Home
Sign in with your

System

Protocol
Network

Authentication

e —

[ [ESTEN)
a(fgﬂ@ hitp://102.168.0.113/ o> || @ WLAN Corfiguration | | ~ oo o
WLAN
Configuration

Home

Zer System Information
Protocol Printer Name
P Printer Port Num 9100

Authentication
Protocol Information

Wizard

HTTPS Disable FTP Disable
TELNET Disable SNMP Disable
Network Information
551D 125
IP Assignment Method Automatic Allocation(DHCP)
IP ADDRESS 192. 168. 0 . 113
Authentication Information
Authentication Open System EAP Mode NONE
Cryptograph WEPG4/128

Home, System, Protocol, Network (WLAN), and Authentication can be configured from this
window, and the wizard mode is also provided for easier step by step configuration.

[Note]
More information about options, please refer to ‘Ethernet Interface Manual’ or ‘Network
User Manual’.
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